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Roof Solution: THERMAX Attached on Truss or Rafter 
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Dow THERMAX™ 



Wall Solutions 
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Why Continuous Insulation? 
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•Minimize Thermal Bridging 

•Reduce Moisture Issues  

 



Why Continuous Insulation? 
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Breathable or Dry… You Pick… 
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Moisture Content 

Interior sheathing surface - Above Grade Walls 

2x6 OSB plus Wrap

2X4 R5 CI

2x6 R-10 CI



And more consistent…. 



Water Resistive Barrier 

ICC-ES Code Report 

Approved WRB 

Passes ASTM E331 

• 5 Gal/FT2/Hour 

• 6.24 psf pressure 

• 2 Hour Duration 

• No Water Penetration  
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Attachment and Construction Details Solutions 
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Install and flash per manufacturer requirements 

1” or Less STYROFOAM 

• Add 1” wood support for threshold on exterior 

• Install standard 4-9/16” jamb flush to exterior foam sheathing 

• Add 1” jamb extension to interior  

• Full 180°swing possible 

1-1/2” STYROFOAM 

• Add 1-1/2” wood support for threshold on exterior 

• Use standard 6-9/16” jamb 

• Pad casing ½” back to drywall on interior 

2” STYROFOAM 

• Add 2” wood support for threshold on exterior 

• Use standard 6-9/16” jamb 

 

Exterior Door Installation 



2016 Wall Assembly Solutions “Prescriptive” 

Option Frame 
Continuous 
Insulation 

Cavity U-Value 

1 2x4 
1.5” R-7.5 

STYROFOAM 
R-15 0.050* 

2 2x4 
2” R-10 

STYROFOAM 
R-11 0.050 

3 2x4 

.75” R4 
STYROFOAM 
+ 1-Coat R4 

Stucco 

R-15 0.050 

4 2x6 
1” R-5 

STYROFOAM 
R-19 0.050* 
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Recommended assembly for XPS 

in Stucco applications 

*Assumes 7/16 WSP 
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Thank 
You 


